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EC-TS-1100

15”  Bezel Free Touch Monitor

Features

Speci�cations

• 15” Bezel Free Touch Monitor
• Capacitive touch 
• Brand-new High-quality LED panel
• All Aluminum structure

 
LCD Display Size   TFT15”- LED
Touch Panel    10-point Projected Capacitive touch (Optional single point PCAP)

Resolution     1024 x 768
Brightness (Backlight Type)   350 cd/m2 (LED)
Contrast Ratio    600：1
Response Time    10ms
Viewing Angle     (Up/ Down/ Left/ Right) 80°/80°/70°/70°

I/O Port    2*USB
     1*VGA
     1*TOUCH
     1 * 12V DC Input

Power Supply    60W(12V/5A) External Power Adaptor, Universal AC 100-240V
Operating Temperature   -10˚C ~ 50˚C (14˚F ~ 122˚F)
Storage Temperature    -20˚C - 60˚C
Operating Humidity    10 % -- 80 %

Dimensions     Without Base: 350 (W) x 48 (D) x 274 (H) mm, N.W. 3.8 Kg
     With Base: 350 (W) x 322 (D) x 340 (H) mm, N.W. 4.95 Kg
Packing    435 (W) x 310 (D) x 413 (H) mm, G.W. 6.85 Kg


